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Architects / Design VPLP /  Nauta Design Fresh water capacity 4 x 240 L / 4 x 63 US gal

Length overall 15,84 m / 52' Hot water 60 L / 16 US gal

Length water line 15,60 m / 52'2"    

Beam 8,74 m / 28'8" Fridge 78 L + 104 L / 21 + 27 US gal 

Draft 1,55 m / 5'1" Freezer (option) 221 L + 59 L / 53 + 16 US gal (in the companion way)

Mast clearance 27,97 m / 89'4"    

Height keel ­ roof 5,45 m / 17'11" Nb of berths 6 to 14

Waterline – nacelle
clearance 0,65 m / 2'2" Dimensions forward berth 2,00 x 1,60 m / 6'7" x 5'3"

Empty displacement 25,12 t / 55 390 Lbs Dimensions aft berth 2,00 x 1,60 m / 6'7" x 5'3"

Light displacement (EC) 26,03 t / 57 403 Lbs Dimensions owner berth 2,00 x 1,60 m / 6'7" x 5'3" (3 cab version : 2,00 x 1,80 m/6'7" x 5'9")

Max loaded displacement 31,60 t / 69 678 Lbs Standing headroom:  

    Saloon 2,15 m / 7'1"

Engines 2 x 57 hp YANMAR 4JH57 Cabins 2,05 m / 6'9"

  to 2 x 80 hp YANMAR 4JH80 CR Bathroom 2,05 m / 6'9"

Fuel capacity 2 x 496 L / 2 x 131 US gal    

Transmission Sail drive Tender (option) Highfield OM 390 DL + 40 hp Honda

    Windlass LEWMAR V5 GD 2000W 12V

Sail area 156 m² / 1679 sq ft Mooring (option) Anchor SPADE 121 Lbs

Full­batten mainsail 97 m² / 1044 sq ft   Chain 100 m ­ Ø 12 mm

Square top mainsail (option) 107 m² / 1151 sq ft   Rope 50 m ­ Ø 20 mm

Self tacking jib 59 m² / 635 sq ft    

Code 0 (option) 152 m² / 1636 sq ft EC certification A :14 ; B :14 ; C : 16 ; D: 30

Asymetrical spinnaker
(option) 255 m²  / 2744 sq ft    

I forestay 19,95 m / 65'5" HULL  

J mast front face ­ forestay 7,53 m / 24'8" Sides Balsa core sandwich with anti­osmotic and polyester resin

P mainsail luff 21,6 m / 70'10" Bottom Solid glass with anti­osmotic and polyester resins

E boom 6,47 m / 21'3" Deck Balsa core sandwich with anti­osmotic and polyester resins
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Descr ip t ion
The strenghts and innovations:

1. A pure, sleek and elegant design by VPLP

2. A centrally positioned modern rig

3. A deck with many friendly spaces: forward cockpit, flybridge, aft cockpit

4. Interior design by Nauta Design

5. 4 interior layouts: 3, 4 ,5 or 6 double cabins with ensuite bathroom and separate shower

 

The strenghts and innovations in details:

Design:

• Dynamic, bevelled shapes
• Cabintop as if levitating

• Diamond­shaped vertical bows

 

Rig: the reasons for a new rig

•  The more the rig is centered, the better the balance of the sail plan is

•  The more aft the rig, the larger the downwind sails

•  The shorter the boom is, (with same mast height), the higher the aspect ratio is, improving performance

•  With a longer distance between the mast and the forestay there are more foresail solutions: self tacking jib (standard), self tacking staysail (option), genoa
(108%), code 0 (option), spi (option)

•  Centered mast = lighter mast­rig­sails = less pitching

 

Interior:

•  The Nauta magic touch once again offers volumes that give each cabin its own personality.

•  4 interior layout: for the 1st time available on the 50' catamaran market a 6 cabins version.
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S tructure:

•   Mast post on longitudinal beam

•   Longitudinal beam in infused balsa core sandwich reinforced with UD glass  and glassed between the fore and aft bulkheads

•   Deck structurally bonded on the longitudinal beam and on the bridgedeck
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